Purging air nozzle
for felx tubes ID ©6
max 200 Liter/min

Ceramic terminal
EMF O2-Probe
0-2V DC

Reference air nozzle
for felx tubes ID @6
max 10 Liter/min

Ceramic terminal
EMF Thermocouples
Type S, DIN EN 60584-1, Class 1

=5 “~._Cable gland

M20x1,5

Gas outlet drilling

emk probe negative
in Al20O3 protection tube

Eire Pt pure
emk probe positive
Thermocouple negative
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Process tube Protection tube |
W1.4305 99,7% Al20s3 c
Wire Pt pure

4-bore Al203 tube
1 x Typ S Thermocouple +
2 reference air capillaries

E-E(2:1)

FZY probe tube
Solid state electrolyte

Gas outlet drilling

Gas inlet drilling

TOLERANZEN:
LINEAR:
WINKEL:

WENN NICHT ANDERS DEFINIERT:
BEMASSUNGEN SIND IN MILLIMETER
OBERFLACHENBESCHAFFENHEIT:

OBERFLACHENGUTE:

ENTGRATEN
UND SCHARFE
KANTEN

ZEICHNUNG NICHT SKALIEREN ANDERUNG

BRECHEN

thermo-control GmbH

NAME

SIGNATUR

DATUM

(GEZEICHNET

GEPRUFT

GENEHMIGT

PRODUKTION

BENENNUNG:

Sauerstoffsonde

QUALITAT

WERKSTOFF:

ZEICHNUNGSNR.

13-010101-SR27 |-

GEWICHT:

MASSSTAB:1:2 | BLATT 2 VON 2



